
HD Wireless Microphone Features 

Mute Button for muting and pairing  

LED Display for muting and pairing  

Audio Out port– 2.5 mm unbalanced  

Power/Charging Port– Requires Revolabs HD Charger 

Base  

Audio Bandwidth 
50-20,000 Hz

Radio Frequency 

North America 
1.92 to 1.93 GHz (UPCS North America) 

International  

1.88 to 1.90 GHz (DECT EU) 

Encryption 

128-bit proprietary (per microphone channel)

Battery 
Lithium Polymer 

Up to 8 hours of talk time 

Charge Time  
2 hours 

HD Wearable Wireless Microphone 
 2.8” (7.2 cm) x 1.0” (2.5 cm) x .69” (1.75 

cm)  
0.07 lb (.03 kg) 

Rotatable clip  

HD XLR Adapter Wireless Microphone 
3.9” (10 cm) x 1.0” (2.5 cm) x .69” (1.75 

cm) 
0.07 lb (.03 kg) 

Microphone Capability – dynamic 

microphones with XLR connector  

HD Omni Wireless Microphone 

3.54” (9 cm) x 1.0” (2.5 cm) x .69” (1.75 cm) 

0.07 lb (.03 kg)  

HD Directional Wireless Microphone 

3.54” (9 cm) x 1.0” (2.5 cm) x .69” (1.75 cm) 

0.07 lb (.03 kg)  

HD Countryman Adapter Wireless 

Microphone  
3.54” (9 cm) x 1.0” (2.5 cm) x .69” (1.75 

cm) 

0.07 lb (.03 kg)  

Microphone Capability– Countryman 

earset microphone 

Revolabs HD™ Wireless Microphones 
Product Specifications

Countryman Earset Microphone 
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