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VXS3F VXS3FT Revit Family  

 

This operation manual will explain how to set VXS3F, VXS3FT “Family” in a “Project.” 

 

VXS3F and VXS3FT have a total of four types of “Family” respectively. 

VXS3F-wall.rfa and VXS3FT-wall.rfa are the “Family” for the surface mount while 

VXS3F-ceiling.rfa and VXS3FT-ceiling.rfa are the “Family” for ceiling mount. These “Family” 

are created by Revit 2016 version. 

 

To set Family for surface mount (VXS3F-wall.rfa, VXS3FT-wall.rfa) 

1）Load “Family”. 

Click “Architecture”, then “Component”. 

 

 

Click “Load Family” from the “Mode” panel. 

 

 

Select either VXS3F-wall or VXS3FT-wall. 
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2）Place the VXS3F/VXS3FT on a wall 

 

 

 

 

 

 

 

 

3） Input the “Offset” value in Properties to adjust the placement height.  

 

 

4）There are four types of “Family” for surface mount. 

 Select the type of family from the “Type Selector”. 
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VXS3FW_Wall_Vertical 

VXS3FW_Wall_Horizontal 

VXS3F_Wall_Vertical 

VXS3F_Wall_Horizontal 

 

VXS3FTW_Wall_Vertical 

VXS3FTW_Wall_Horizontal 

VXS3FT_Wall_Vertical 

VXS3FT_Wall_Horizontal 

 



4 

 

5）Input the “Azimuth” and “Pitch” values in Properties to adjust the angle.  

 

 

 

 

 

 

 

 

 

 

 

For “Azimuth”, input a value to adjust the horizontal rotation angle. 

 

 

For “Pitch”, input a value to adjust the vertical rotation angle. 

For VXS3F_Wall_Vertical, you can input a value between 0° to 50°, or 0° to 30°. See the 

Installation Guide for details. 

 

 

 

 

 

 

 

   

 

Azimuth=30 Azimuth=0 Azimuth=-30 

Pitch=0 Pitch=30 
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For VXS3FT_Wall_Vertical, you can input a value between 30° to 50°, or 20° to 30°. See the 

Installation Guide for details. 

 

 

 

 

 

 

 

 

 

 

 

 

For VXS3F_Wall_Horizontal, you can input a value between 0° to 70°, or 0° to 50°. See the 

Installation Guide for more details. 

 

 

 

 

 

 

 

 

 

For VXS3FT_Wall_Horizontal, you can input one of the values from the following: 20° to 70°, 

0°, and 0° to 50°. See the Installation Guide for more details. 

 

 

 

 

 

 

 

 

 

Pitch=20 Pitch=40 

Pitch=0 Pitch=50 

Pitch=0 Pitch=20 Pitch=70 
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6）For the specification of the speaker, check from the “Type Properties”. 
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*Note! 

The material shown in the “Material and Finishes” in “Type Properties” are different from the 

material of the actual product.  

Do not change the values and settings in the “Parameters” shown in “Structural” as they are 

the Parameters to change the placement of the Metal fittings when switching the speaker 

between vertical and horizontal. 

 

 

 

 

 

 

 

 

 

To set Family for ceiling mount (VXS3F-ceiling.rfa, VXS3F-ceiling.rfa) 

1）Load “Family”. 

Note! 

The “Family” for ceiling cannot be placed without a ceiling.  

Please set the reflected ceiling plan. 

 

Click “Architecture”, then “Component”.  

 

 

Click “Load Family” from the “Mode” panel. 
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Select either VXS3F-ceiling or VXS3FT-ceiling. 

 

 

2）Place VXS3F/VXS3FT on a ceiling. 

 

 

 

 

 

 

 

 

 

3）VXS3F has four types and VXS3FT has six types of “Family” for ceiling mount.  

 Select the type of family from the “Type Selector”. 
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VXS3FW_ceiling_Vertical 

VXS3FW_ceiling_Horizontal 

VXS3F_ceiling_Vertical 

 

VXS3F_ceiling_Horizontal 

 

VXS3FTW_ceiling_Vertical 

VXS3FTW_ceiling_Horizontal 

VXS3FT_ceiling_Vertical 

 

VXS3FT_ceiling_Horizontal 

 

VXS3FTW_ceiling_Horizontal(90deg) 

VXS3FT_ceiling_Horizontal(90deg) 
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4）Input the “Pitch” value in Properties to adjust the angle. 

 

 

 

 

 

 

 

 

 

For “Pitch”, input the value to adjust the vertical rotation angle.  

For VXS3F_ceiling_Vertical, you can input a value between 40° to 90°. See the Installation 

Guide for more details.  

 

 

 

 

 

 

 

 

For VXS3F_ceiling_Horizontal, you can input a value between 20° to 90°. See the 

Installation Guide for more details.  

 

 

 

 

 

 

 

 

 

     

 

 

 

Pitch=40 

Pitch=20 

Pitch=90 

Pitch=90 
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For VXS3FT_ceiling_Vertical, you can input a value between 60° to 70°. See the Installation 

Guide for more details.  

 

 

 

 

 

 

 

 

 

 

For VXS3FT_ceiling_Horizontal (90deg), you can only input 90°. See the Installation Guide 

for more details.  

 

 

 

 

 

 

 

 

 

 

For VXS3FT_ceiling_Horizontal, you can input a value between 20° to 70°. See the 

Installation Guide for more details.  

 

 

 

 

 

 

 

 

 

 

Pitch=60 Pitch=70 

Pitch=90 

Pitch=20 Pitch=70 
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5）For the specification of the speaker, check from the “Type Properties.  
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*Note! 

The material shown in the “Material and Finishes” in “Type Properties” are different from the 

material of the actual product.  

Do not change the values and settings on the “Parameters” shown in “Structural” as they are 

the Parameters to change the placement of the Metal fittings when switching the speaker 

between vertical and horizontal. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


